‘ PRIVATE PROPERTY LINE

FLOW

25m

1000 MINIMUM

MAXIMUM

GRADE 1.65%

INSPECTION
SHAFT

LICENSEE INSTALLED
DRAINAGE PIPEWORK
(FUTURE)

LEGEND

RRJ___RUBBER RING JGINT
SCJ_____SCOLVENT CEMENT JOINT
PCP____PROPERTY CONNECTION POINT

500 0 500

SCALE - 1110

\ DN100 PVC

DN100 PVC SCJ M/F
SCJ PIPE 45° PLAIN BEND

SN10

DN150-300 PVC RRJ
45° SEWER JUNCTION
WITH BN100 SCJ
BRANCH

PRIVATE PROPERTY LINE

PLAN

SCALE - 1:10

|

<~> - RETICULATION SEWER
|
|

DN150-DN300 PVC

PVC RRJ SEWER JUNCTION
WITH DN100 SCJ BRANCH

DN150-BN300 PVC
/ RETICULATION SEWER

SN8

—

BN100 PVC SCJ
PIPE 250 LONG

e

LICENSEE INSTALLED

NOT SHOWN IN SECTION)

N20 MASS CONCRETE
SUPPORT

4

INSPECTION SHAFT (FUTURE)

DRAINAGE PIPEWORK (FUTURE,

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
DEEMED TO COMPLY DRAWINGS ARE SUBJECT TO TERMS AND CONDITIONS OF USE AS PUBLISHED BY SYDNEY WATER

DETECTABLE MARKING TAPE, &
REFER NOTE 5 \

5700
MAXIMUM

NON-DETECTABLE MARKING
TAPE LAID ON TOP OF

EMBEDMENT FOR

RETICULATION SEWER &

PROPERTY CONNECTION
SEWER, REFER NOTE 5

>
GEOTEXTILE SURROUND / /Eﬁ

OVERLAY TO WSA PS-355,

REFER NOTE &4

—l
TRIRIRINIRIR. RIXPWRINIR IR,

LONG

1000 - REFER NOTE 6

pCP

h R —
DN100 PVC THREADED /T%I

ACCESS CAP, REFER NOTE 7

|

DN100 PVC SOLVENT WELDED !
ACCESS COUPLING WITH ‘
|

|

THREADED END, REFER NOTE 7

DN100 PVC SCJ RISER
PIPE SN10, REFER NOTES

N

X

A

DN150-DN300 PVC
RETICULATION SEWER

PVC RRJ SEWER JUNCTION
WITH DN100 SCJ BRANCH

EMBEBMENT MATERIAL TO BE AS

%%/\ K

9 THAN 0.05m°

DN100 PVC SCJ F/F 88°
BEND, REFER NOTE 7

DN100 PVC SCJ PIPE
250 LONG SN10,
REFER NOTE 7

PER SYDNEY WATER TECHNICAL

SPECIFICATION - CIVIL

SECTION < >
SCALE 110

NOTES

1

THIS DRAWING MUST BE READ IN CONJUNCTION WITH THE SEWERAGE CODE OF AUSTRALIA
WSA 02 - 2002 - 2.2 SYDNEY WATER EDITION & - PART 3

ALL DIMENSIGNS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE
ALL PIPEWORK MUST COMPLY WITH REQUIREMENTS OF AS/NZS 1260:2009 PVC U PIPES AND

FITTINGS FOR DRAIN, WASTE AND VENT APPLICATION. RETICULATION SEWER PIPEWORK MUST

BE CLASS SN8. PROPERTY CONNECTION SEWER PIPEWORK MUST BE CLASS SN10
SOLVENT CEMENTS & PRIMING FLUIDS MUST COMPLY WITH THE REQUIREMENTS OF AS1379

MINIMUM LAP AT ALL JOINTS IN GEOTEXTILE FABRIC MUST BE 300mm. A GEOTEXTILE GVERLAY

MAY BE USED IN LIEU OF A GEQTEXTILE SURROUND WHERE THE NATIVE SOIL IS
NON-DISPERSIVE VERY STIFF OR HARD CLAY, OR ROCK. THE OVERLAY MUST BE PLACED
DIRECTLY OVER THE EMBEDMENT AND EXTEND THE FULL WIBTH OF THE TRENCH

TAPE MESSAGE MUST BE “CAUTION - SEWER BURIED BELOW”. TAPE TO EXTEND
300 BEYOND GROUND LEVEL

THE MINIMUM LENGTH OF RISER PIPE MUST BE 250mm. DEPTH TO PROPERTY CONNECTION
POINT (PCP) MAY BE REDUCED FOR SHALLOW INSTALLATIGNS TO PROVIDE THE MINIMUM
LENGTH OF RISER PIPE

PROPERTY CONNECTION SEWERS DEEPER THAN 5m MUST BE UPSIZED TO DN150 PVC SCJ SN8

THE USE OF STANDARD BESIGNS MAY INTRODUCE UNINTENDED SAFETY RISKS FOR SITE
SPECIFIC APPLICATION. THE USER MUST ABDRESS SAFETY RISKS THROUGH SITE SPECIFIC
ASSESSMENT

THE USER MUST BE RESPONSIBLE FOR DESIGN OF ANY TEMPORARY WORKS
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