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NOTES:

CIRCULAR OR
SQUARE BASE SLAB

PLAN - WATER SEALED MAINTENANCE HOLE WITH MINIMUM DROP

CLASS B MAINTENANCE SHAFT
COVER WITH CONCRETE
SURROUND, 365 MIN. CLEAR
OPENING

1 THIS DRAWING ONLY APPLIES TO PVC-U SN8 DN150-BN300 WATER-SEALED INLETS
MAXIMUM SIZE OF OUTLET AND OTHER INLETS TO BE DN300

2 THIS DRAWING ONLY APPLIES TO MAINTENANCE HOLES IN AREAS WITHIN PRIVATE
PROPERTIES, AND PUBLIC PLACES, PEDESTRIAN MALLS AND FOOTWAYS NGT
SUBJECTED TO VEHICULAR LOADING AND PREVENTED FROM ACCIBENTAL VEHICLE
LOADING BY MEANS OF PHYSICAL BARRIERS (e.g. BOLLARDS, TRAFFIC BARRIERS, OR
KERBS HIGHER THAN 300mm)

3 REFER TO FOUNDATION NOTES ON DTC/2000
L SIZE, MATERIAL AND ORIENTATION OF ALL PIPEWORK TO BE SPECIFIED BY DESIGNER

FOR DN150 - DN300 SEWERS, ALL INTERNAL SURFACES (EXCLUDING BENCHING) OF
MAINTENANCE HOLES AT THE DISCHARGE OF PUMPED FLOWS AND THE NEXT TWG
MAINTENANCE HOLES DOWNSTREAM OF A PUMPED DISCHARGE MUST BE PROVIDED
WITH A PROTECTIVE COATING / LINING IN ACCORDANCE WITH WSA 201 AND SYDNEY
WATER SUPPLEMENT. COATING SYSTEM MUST BE CPL, EUH

6 REINFORCEMENT NOT SHOWN FOR CLARITY
7 DN1200 MAINTENANCE HOLE SHOWN AS AN EXAMPLE. MAINTENANCE HOLE COVER,

ROOF, SHAFT, AND BASE TO BE CONSTRUCTED AS PER DTC/2200, DTC/2202 - REFER
TO PROJECT-SPECIFIC REQUIREMENTS

REFERENCE DRAWINGS

DTC/2000
DTC/2200

CLASS B MAINTENANCE SHAFT COVER
WITH CONCRETE SURROUND, 365 MIN
CLEAR OPENING

s

SCALE 1:20
CIRCULAR GR SQUARE BASE SLAB CAN BE ADOPTED
SQUARE BASE SLAB HAS BEEN OMITTED FROM PLAN FOR CLARITY

DN600 METAL COVER AND FRAME,
REFER DTC/222L FOR
MH SURROUND REQUIREMENTS

MAINTENANCE HOLE ROOF
AND COVER ARRANGEMENT,
REFER NGTE 7

PROTECTIVE COATING,
REFER NOTE 5

DTC/2202

DTC/2221
DTC/2224

CLASS B MAINTENANCE SHAFT COVER
WITH CONCRETE SURROUND, 365 MIN
CLEAR OPENING

DN300 PVC-U SN8 RRJ PIPE,

LENGTH TO SUIT

SEAL OPENING WITH SCREW CAP —— | = -

MAINTENANCE HOLE SHAFT, |
REFER NOTE 7 \ ; Jﬁ
|

COVER

— [

R / PUSH-ON ACCESS CAP

DN300 PVC-U SN8 RRJ PIPE,
LENGTH TO SUIT

CEMENT STABILISED SAND

=z
s
OUTLET SEWER, SIZE TG =
MATCH INLET SEWER =
UPSTREAM OF TAPER
Fow( || T |

AS REQUIRED

FLOW

DN300 PVC-U SN8
DROP JUNCTION

\ DN300 PVC-U SN8 RRJ PIPE,

LENGTH TO SUIT

HYDROTITE CJ-0725-3K — |

(25x7mm) HYDROPHILIC SEAL
OR APPROVED EQUIVALENT

MAINTENANCE HOLE BASE -

RRJ 90° BEND

MAINTENANCE HOLES CONSTRUCTION NOTES

DN1200 MAINTENANCE HOLES CAST IN-SITU REINFORCED CONCRETE SEWER
< L50 DEPTH TO INVERT 1.2m TO 10m

DN1200 MAINTENANCE HOLES CAST IN-SITU PLAIN CONCRETE WALLS
<DN&50 DEPTH TGO INVERT 1.2m TG 6m

MAINTENANCE HOLES DETAILS - SHEET 2

MAINTENANCE HOLE DETAILS COVER AND SPACER DETAILS

DN300 PVC DWV TAPPING SADDLE
DN300 TO DN225 OR DN150 TAPER

v |

EXTEND MH BASE TO PROVIDE 150 MIN ‘ REFERNOTE 7 DN300 PVC-U SN& RRJ PIPE,

HORIZONTAL COVER TO PIPE IN ALL DIRECTIONS DN300 PVC-U SN8 RRJ PIPE, LENGTH TO SUIT

BASE SLAB REINFORCEMENT MUST BE LENGTH TO SUIT

CONTINUOUS AND EXTENDED TO SUIT SECTION SECTION EXTEND MH BASE T0 PROVIBE 150 MIN. HORIZONTAL COVER TO PIPE
SCALE 1120 SCALE 120 IN ALL DIRECTIONS. BASE SLAB REINFORCEMENT MUST BE

CONTINUOUS AND EXTENDED TO SUIT

APPROVED

Sydney

WAT<ZR

NORBERT SCHAEPER

ENGINEERING MODERNISATION MANAGER

DEEMED TO COMPLY DRAWINGS

DTC

(C)COPYRIGHT

STATE OF NEW SOUTH WALES THROUGH SYDNEY
WATER CORPORATION. ALL RIGHTS RESERVED

ENGINEERING & TECHNICAL SUPPORT .

ORIGINAL ISSUE

NS 31/07/24

LETTER

DETAILS OF ISSUE / AMENDMENT

APP'D | DATE

WATER SEALED MAINTENANCE HOLES
SEWER =DN300

2245

ISSUE DATE

A

31/07/24



AutoCAD SHX Text
1

AutoCAD SHX Text
-

AutoCAD SHX Text
2

AutoCAD SHX Text
-

AutoCAD SHX Text
PLAN - WATER SEALED MAINTENANCE HOLE WITH EXTERNAL DROP  SCALE 1:20  CIRCULAR OR SQUARE BASE SLAB CAN BE ADOPTED. SQUARE BASE SLAB HAS BEEN OMITTED FROM PLAN FOR CLARITY. 

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
PRECAST ROOF

AutoCAD SHX Text
PRECAST ROOF

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
CIRCULAR OR  SQUARE BASE SLAB

AutoCAD SHX Text
PROVIDE 150 MIN. COVER AROUND THE PIPE IN ALL DIRECTIONS. BASE SLAB REINFORCEMENT BASE REINFORCEMENT MUST BE CONTINUOUS AND EXTENDED TO SUIT

AutoCAD SHX Text
CJ

AutoCAD SHX Text
CJ

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
 

AutoCAD SHX Text
1

AutoCAD SHX Text
8

AutoCAD SHX Text
SECTION

AutoCAD SHX Text
1

AutoCAD SHX Text
SCALE 1:20

AutoCAD SHX Text
-

AutoCAD SHX Text
PUSH-ON ACCESS CAP

AutoCAD SHX Text
DN300 PVC DWV TAPPING SADDLE

AutoCAD SHX Text
CLASS B MAINTENANCE SHAFT COVER WITH CONCRETE SURROUND, 365 MIN. CLEAR OPENING 

AutoCAD SHX Text
DN300 PVC-U SN8 DROP JUNCTION

AutoCAD SHX Text
300 MIN.

AutoCAD SHX Text
300 MIN.

AutoCAD SHX Text
50 MIN. 100 MAX.

AutoCAD SHX Text
50 MIN. 100 MAX.

AutoCAD SHX Text
50 MIN. 100 MAX.

AutoCAD SHX Text
50 MIN. 100 MAX.

AutoCAD SHX Text
50 MIN. 100 MAX.

AutoCAD SHX Text
PROTECTIVE COATING, REFER NOTE 5

AutoCAD SHX Text
SEAL OPENING WITH SCREW CAP

AutoCAD SHX Text
375 DIAMETER CAST-IN HOLE. REFER DTC/2221 EXTERNAL VERTICAL DROP CONNECTION DETAIL FOR REQUIREMENTS

AutoCAD SHX Text
HYDROTITE CJ-0725-3K (25x7mm) HYDROPHILIC SEAL OR APPROVED EQUIVALENT

AutoCAD SHX Text
DN300 PVC-U SN8 RRJ  90  BENDo BEND

AutoCAD SHX Text
EXTEND MH BASE TO PROVIDE 150 MIN. HORIZONTAL COVER TO PIPE IN ALL DIRECTIONS. BASE SLAB REINFORCEMENT MUST BE CONTINUOUS AND EXTENDED TO SUIT.

AutoCAD SHX Text
MAINTENANCE HOLE BASE REFER NOTE 7

AutoCAD SHX Text
MAINTENANCE HOLE ROOF AND  COVER ARRANGEMENT, REFER NOTE 7

AutoCAD SHX Text
MAINTENANCE HOLE SHAFT, REFER NOTE 7

AutoCAD SHX Text
CJ

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
PROTECTIVE COATING,  REFER NOTE 5

AutoCAD SHX Text
CJ

AutoCAD SHX Text
HYDROTITE CJ-0725-3K (25x7mm) HYDROPHILIC SEAL OR APPROVED EQUIVALENT

AutoCAD SHX Text
MAINTENANCE HOLE BASE REFER NOTE 7

AutoCAD SHX Text
MAINTENANCE HOLE ROOF AND COVER ARRANGEMENT, REFER NOTE 7

AutoCAD SHX Text
MAINTENANCE HOLE SHAFT, REFER NOTE 7

AutoCAD SHX Text
SECTION

AutoCAD SHX Text
2

AutoCAD SHX Text
SCALE 1:20

AutoCAD SHX Text
-

AutoCAD SHX Text
DN300 PVC-U SN8 RRJ PIPE, LENGTH TO SUIT

AutoCAD SHX Text
DN300 PVC-U SN8 RRJ PIPE, LENGTH TO SUIT

AutoCAD SHX Text
DN300 TO DN225 OR DN150 TAPER AS REQUIRED

AutoCAD SHX Text
300 MIN.

AutoCAD SHX Text
300 MIN.

AutoCAD SHX Text
50 MIN. 100 MAX.

AutoCAD SHX Text
50 MIN. 100 MAX.

AutoCAD SHX Text
50 MIN. 100 MAX.

AutoCAD SHX Text
50 MIN. 100 MAX.

AutoCAD SHX Text
50 MIN. 100 MAX.

AutoCAD SHX Text
DN300 PVC-U SN8 RRJ 90  BENDo BEND

AutoCAD SHX Text
PUSH-ON ACCESS CAP

AutoCAD SHX Text
DN300 PVC DWV TAPPING SADDLE

AutoCAD SHX Text
CLASS B MAINTENANCE SHAFT COVER WITH CONCRETE SURROUND, 365 MIN. CLEAR OPENING 

AutoCAD SHX Text
DN300 PVC-U SN8 DROP JUNCTION

AutoCAD SHX Text
SEAL OPENING WITH SCREW CAP

AutoCAD SHX Text
DN300 PVC-U SN8 RRJ PIPE, LENGTH TO SUIT

AutoCAD SHX Text
DN300 TO DN225 OR DN150 TAPER AS REQUIRED

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
PLAN - WATER SEALED MAINTENANCE HOLE WITH MINIMUM DROP  SCALE 1:20  CIRCULAR OR SQUARE BASE SLAB CAN BE ADOPTED. SQUARE BASE SLAB HAS BEEN OMITTED FROM PLAN FOR CLARITY. 

AutoCAD SHX Text
CIRCULAR OR  SQUARE BASE SLAB

AutoCAD SHX Text
PROVIDE 150 MIN. COVER AROUND THE PIPE IN ALL DIRECTIONS. BASE SLAB REINFORCEMENT BASE REINFORCEMENT MUST BE CONTINUOUS AND EXTENDED TO SUIT

AutoCAD SHX Text
EXTEND MH BASE TO PROVIDE 150 MIN. HORIZONTAL COVER TO PIPE IN ALL DIRECTIONS. BASE SLAB REINFORCEMENT MUST BE CONTINUOUS AND EXTENDED TO SUIT.

AutoCAD SHX Text
CLASS B MAINTENANCE SHAFT COVER WITH CONCRETE SURROUND, 365 MIN. CLEAR OPENING 

AutoCAD SHX Text
CLASS B MAINTENANCE SHAFT COVER WITH CONCRETE SURROUND, 365 MIN. CLEAR OPENING 

AutoCAD SHX Text
DN300 PVC-U SN8 RRJ PIPE, LENGTH TO SUIT

AutoCAD SHX Text
DN300 PVC-U SN8 RRJ PIPE, LENGTH TO SUIT

AutoCAD SHX Text
DN300 PVC-U SN8 RRJ PIPE, LENGTH TO SUIT

AutoCAD SHX Text
DN300 PVC-U SN8 RRJ PIPE, LENGTH TO SUIT

AutoCAD SHX Text
DN600 METAL COVER AND FRAME,  REFER DTC/2224 FOR  MH SURROUND REQUIREMENTS

AutoCAD SHX Text
OUTLET SEWER, SIZE TO MATCH INLET SEWER UPSTREAM OF TAPER

AutoCAD SHX Text
DN300 PVC-U SN8 RRJ PIPE, LENGTH TO SUIT

AutoCAD SHX Text
150 MIN.

AutoCAD SHX Text
150 MIN.

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
APPROVED

AutoCAD SHX Text
 LETTER

AutoCAD SHX Text
DETAILS OF ISSUE / AMENDMENT

AutoCAD SHX Text
APP'D

AutoCAD SHX Text
DATE

AutoCAD SHX Text
STATE OF NEW SOUTH WALES THROUGH SYDNEY WATER CORPORATION. ALL RIGHTS RESERVED

AutoCAD SHX Text
COPYRIGHT

AutoCAD SHX Text
C

AutoCAD SHX Text
A1

AutoCAD SHX Text
THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING. DEEMED TO COMPLY DRAWINGS ARE SUBJECT TO TERMS AND CONDITIONS OF USE AS PUBLISHED BY SYDNEY WATER.

AutoCAD SHX Text
ISSUE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
NORBERT SCHAEPER

AutoCAD SHX Text
ENGINEERING MODERNISATION MANAGER

AutoCAD SHX Text
A

AutoCAD SHX Text
ORIGINAL ISSUE

AutoCAD SHX Text
NS

AutoCAD SHX Text
31/07/24

AutoCAD SHX Text
NOTES: 1. THIS DRAWING ONLY APPLIES TO PVC-U SN8 DN150-DN300 WATER-SEALED INLETS. THIS DRAWING ONLY APPLIES TO PVC-U SN8 DN150-DN300 WATER-SEALED INLETS. MAXIMUM SIZE OF OUTLET AND OTHER INLETS TO BE DN300.  2. THIS DRAWING ONLY APPLIES TO MAINTENANCE HOLES IN AREAS WITHIN PRIVATE THIS DRAWING ONLY APPLIES TO MAINTENANCE HOLES IN AREAS WITHIN PRIVATE PROPERTIES, AND PUBLIC PLACES, PEDESTRIAN MALLS AND FOOTWAYS NOT SUBJECTED TO VEHICULAR LOADING AND PREVENTED FROM ACCIDENTAL VEHICLE LOADING BY MEANS OF PHYSICAL BARRIERS (e.g. BOLLARDS, TRAFFIC BARRIERS, OR KERBS HIGHER THAN 300mm). 3. REFER TO FOUNDATION NOTES ON DTC/2000. REFER TO FOUNDATION NOTES ON DTC/2000. 4. SIZE, MATERIAL AND ORIENTATION OF ALL PIPEWORK TO BE SPECIFIED BY DESIGNER. SIZE, MATERIAL AND ORIENTATION OF ALL PIPEWORK TO BE SPECIFIED BY DESIGNER. 5. FOR DN150 - DN300 SEWERS, ALL INTERNAL SURFACES (EXCLUDING BENCHING) OF              FOR DN150 - DN300 SEWERS, ALL INTERNAL SURFACES (EXCLUDING BENCHING) OF              MAINTENANCE HOLES AT THE DISCHARGE OF PUMPED FLOWS AND THE NEXT TWO MAINTENANCE HOLES DOWNSTREAM OF A PUMPED DISCHARGE MUST BE PROVIDED WITH A PROTECTIVE COATING / LINING IN ACCORDANCE WITH WSA 201 AND SYDNEY WATER SUPPLEMENT. COATING SYSTEM MUST BE CPL, EUH. 6. REINFORCEMENT NOT SHOWN FOR CLARITY. REINFORCEMENT NOT SHOWN FOR CLARITY. 7. DN1200 MAINTENANCE HOLE SHOWN AS AN EXAMPLE. MAINTENANCE HOLE COVER, DN1200 MAINTENANCE HOLE SHOWN AS AN EXAMPLE. MAINTENANCE HOLE COVER, ROOF, SHAFT, AND BASE TO BE CONSTRUCTED AS PER DTC/2200, DTC/2202 - REFER TO PROJECT-SPECIFIC REQUIREMENTS.

AutoCAD SHX Text
REFERENCE DRAWINGS  DTC/2000 MAINTENANCE HOLES CONSTRUCTION NOTES MAINTENANCE HOLES CONSTRUCTION NOTES DTC/2200 DN1200 MAINTENANCE HOLES CAST IN-SITU REINFORCED CONCRETE SEWER  DN1200 MAINTENANCE HOLES CAST IN-SITU REINFORCED CONCRETE SEWER   450 DEPTH TO INVERT 1.2m TO 10m 450 DEPTH TO INVERT 1.2m TO 10m DTC/2202 DN1200 MAINTENANCE HOLES CAST IN-SITU PLAIN CONCRETE WALLS  DN1200 MAINTENANCE HOLES CAST IN-SITU PLAIN CONCRETE WALLS   DN450 DEPTH TO INVERT 1.2m TO 6m DN450 DEPTH TO INVERT 1.2m TO 6m DTC/2221 MAINTENANCE HOLES DETAILS - SHEET 2 MAINTENANCE HOLES DETAILS - SHEET 2 DTC/2224 MAINTENANCE HOLE DETAILS COVER AND SPACER DETAILSMAINTENANCE HOLE DETAILS COVER AND SPACER DETAILS


	Sheets and Views
	DTC-2245-A


