A

HYDROTITE CJ-0725-3K (25x7mm) HY BROPHILIC
SEAL OR APPROVED EQUIVALENT ON RIDGE OF
PIPE PROFILE AT SOCKET/BARREL INTERFACE

SP-SP ROCKER PIPE \

POLYPROPYLENE (PP) PIPE / ‘

CONNECTION PROFILE WALL PP

SCALE 1:20

HYDROTITE CJ-0725-3K (25x7mm)
HYDROPHILIC SEAL OR APPROVED
EQUIVALENT

MH CONNECTOR (SOCKETED
STUB PIPE)

SP-SP ROCKER PIPE

2 x STUB FLANGES. BUTT-WELD
FACES TGGETHER. CLASS OF
FITTING TO MATCH CONNECTING PIPE

e

HYDRGTITE CJ-0725-3K (25x7mm)
HYDRGPHILIC SEAL OR APPROVED
EQUIVALENT

RRJ COUPLINGS SHOWN —

—

GRP PIPE

PE PIPE /

'S

ELECTROFUSION (SHOWN)
OR BUTT WELBED JOINT

CONNECTION PE-PE

SCALE 1:20

R e —
1
L FLOW
|
T ) o0 L s
V(P\PEORJ oLt ey
RC PIPE OR "y SR o)
DI PIPE > .
TYPICAL MH BASE FOR V(, RC
& BI SOCKETED PIPE
SCALE 1:20
EXTRA VERTICAL EACH SIDE
OF PENETRATION
HYDROTITE CJ-0725-3K (25x7mm) N\ DN1200 MH: 2N12-50 500 LONG
HYDROPHILIC SEAL OR APPROVED : DN1800 MH: 2N16-50 650 LONG
EQUIVALENT
“d HOOP BARS IN WALL AND
COATED WITH RESIN/SOLVENT BASE NOT SHOWN FOR CLARITY
AND SAND -
PIPE OR MH CONNECTOR e (F REQUI
P
PVC-U SN8 SOLVENT CEMENT | FLOW
JOINTED PIPE e T R
|
i .
Tl s (IF REQUI

TYPICAL MH BASE FOR SOLVENT
CEMENT JGINTED PIPE

SCALE 1:20

VERTICAL DROP CONNECTION PENETRATION DETAIL IN WALL

PVC-U SN8 RRI PIPE # | |
e

.
RED)

a
RED)

PVC-U SANDED MAINTENANCE HOLE ,
SOCKET ‘

HYBROTITE CJ-0725-3K (25x7mm)
HYBROPHILIC SEAL OR APPROVED
EQUIVALENT

HYDROTITE CJ-0725-3K (25xTmm)

MH EONNEETOR/ s

K

TYPICAL MH BASE FOR GRP

SLEEVE COUPLED PIPE

HYDRGOPHILIC SEAL OR APPROVED
EQUIVALENT

SP-SP ROCKER PIPE \

TYPICAL MH BASE FOR
RUBBER RING JOINTED PVC

SCALE 1:20

VERTICAL WALL BARS

N =
/ =

=

b}

= 2N16-50 EXTRA AROUND EACH
/ SIDE OF PENETRATION
LEG LENGTH 650 MIN

=z

=

2

w —

DETAIL "A"

- REINFORCED CONCRETE MAINTENANCE HOLES

SCALE 1:20

SCALE 1:20

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYBNEY WATER ASSETS
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
DEEMED TO COMPLY DRAWINGS ARE SUBJECT TO TERMS AND CONDITIONS OF USE AS PUBLISHED BY SYDNEY WATER

HYDBROTITE CJ-0725-3K (25x7mm)
HYDROPHILIC SEAL OR APPROVED EQUIVALENT

SCABBLE SURFACE TO EXPOSE AGGREGATES TO A
DEPTH OF 3mm. PRIME SURFACE WITH SIKABUR 32
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SIKADUR-31EPOXY OR APPROVED EQUIVALENT
REFER TO TABLE 1FGOR CAST HOLE DIAMETER AND
DETAIL "A" FOR EXTRA REINFORCEMENT
(REINFORCED CONCRETE MAINTENANCE HOLES ONLY)
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=

- SEE TABLE1

COAT SURFACE OF PVC-U PIPE WITH
SOLVENT CEMENT & SAND AFTER CLEANING
WITH PRIMING FLUID. DO NGT APPLY SAND
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|-
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INVERT LEVEL AS SPECIFIED
IN DESIGN DRAWINGS
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EXTERNAL VERTICAL DROP CONNECTIGN

SCALE 1:20

TABLE 1- VERTICAL DROP TABLE 2 - ROCKER PIPE DIMENSIONS
PIPE SIZE DN "B" MINIMUM # CASTIN @ SIZE (DN) “L" MIN "L" MAX

150 500 200 150 300 450
225 750 300 225 450 675
300 900 375 300 600 900
ALL PIPEWORK MUST BE SN8 PVC-U 375 750 125

450 300 1350

525 1050 1575

600 1200 1800

750 1500 2250
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