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MIN ANGLE BETWEEN CENTRE LINES OF INLET SEWERS IS 60°

INSTALLATION OF THE INLET AND QUTLET SEWERS AND BENCHING MAY BE COMPLETED
IN THE FACTORY. UP TO 3 < DN225 SEWER INLETS CAN BE INSTALLED

FOR DN150 SEWER CORE 9200 HOLES, FOR DN225 SEWERS CGRE 9300 HOLES

DIMENSIGN TO BE CONFIRMED BY BESIGNER TO ACHIEVE MINIMUM INTERNAL FALL FOR
PROJECT SPECIFIC CHANGE OF DIRECTION ANGLE

INTERNAL CORROSION PROTECTION (IF REQUIRED) NOT SHOWN

REFERENCE BRAWINGS

DTC/2256

MAINTENANCE HOLES - PRECAST DN1200 SHAFT RING DETAILS

STANBARD SHAFT RING 900 HIGH,
REFER DTC/2256

3 OFF EVENLY SPACED REID SWIFT LIFT FOOT

|
\
. } | ANCHOR CAST IN 2.5t SWL WITH RUBBER
INLET SEWERS S o | RESETS FORMER OR APPROVED EQUIVALENT
J AS REQUIRED D—/ﬂ % ‘ 1 m—g APPROX. WEIGHT 3250kg
% . . i | -Niie~pd
FACTORY DRILL 8 NO. 924 u S “
HOLES EQUALLY SPACED - ‘ e OUTLET SEWER
AROUND CIRCUMFERENCE 9 FIX N16 BARS 700 LONG COGGED INTO \
FORNIGBARS 1] ESEFVVZLTEHNTS‘EQ%%R{SWP%RUQEEROVED } / INSERT HYROTITE C5025-3K SEAL OR
e N I [ APPROVED EQUIVALENT AT BOTTGM INTERNAL
2N16 HOOP BARS \ ‘ SL81MESH, 50 ‘ FACE OF SHAFT RING FOR FULL CIRCUMFERENCE
2 / CLEAR COVER }
N | 2 —
) N P e — e /!
S| ] \ iR '} o
4 ol i 2, .J -
= ; ,,,,,,,,,,,, <
1200
8N12 BARS EQUALLY
\ SPACED TO MATCH N16 1900
BARS. 700 LONG COGGED
SL81MESH, 75
CLEAR COVER
SR-1200-18 MH BASE SEWER ARRANGEMENT SECTION
SCALE 1: 10 SCALE 110
APPROVED
Sydney DEEMED TO COMPLY DRAWINGS DTC
~ R DN1200 MAINTENANCE HOLES - PRECAST
L ENGINEERING MODERNISATICN MANAGER - 2257
©corRGHT B GENERAL UPDATE v o] BASE SLAB FOR DN150 - DN225 SEWERS % N
ENGINEERING & TECHNICAL SUPPORT A | ORGINALISSUE S R
ATER CORPORATION ALL FIGHT & RESERVED LETTER DETAILS OF ISSUE / AMENDMENT APP'D | DATE GENERAL PLAN AND REINFORCEMENT B 31/07/24



AutoCAD SHX Text
FIX N16 BARS 700 LONG COGGED INTO HOLE WITH SIKADUR-31 OR APPROVED EQUIVALENT PRIOR TO POURING

AutoCAD SHX Text
SL81 MESH, 50 CLEAR COVER

AutoCAD SHX Text
STANDARD SHAFT RING 900 HIGH, REFER DTC/2256

AutoCAD SHX Text
3 OFF EVENLY SPACED REID SWIFT LIFT FOOT ANCHOR CAST IN 2.5t SWL WITH RUBBER RESETS FORMER OR APPROVED EQUIVALENT

AutoCAD SHX Text
OUTLET SEWER

AutoCAD SHX Text
INSERT HYROTITE C5025-3K SEAL OR APPROVED EQUIVALENT AT BOTTOM INTERNAL FACE OF SHAFT RING FOR FULL CIRCUMFERENCE 

AutoCAD SHX Text
SL81 MESH, 75 CLEAR COVER

AutoCAD SHX Text
8N12 BARS EQUALLY SPACED TO MATCH N16 BARS. 700 LONG COGGED

AutoCAD SHX Text
FACTORY DRILL 8 NO.  24HOLES EQUALLY SPACED AROUND CIRCUMFERENCE FOR N16 BARS

AutoCAD SHX Text
INLET SEWERS AS REQUIRED

AutoCAD SHX Text
SECTION

AutoCAD SHX Text
1

AutoCAD SHX Text
SCALE 1:10

AutoCAD SHX Text
-

AutoCAD SHX Text
APPROX. WEIGHT 3250kg

AutoCAD SHX Text
CORE HOLE FOR OUTLET SEWER, REFER TO NOTE 3

AutoCAD SHX Text
CORE HOLE FOR EACH  INLET SEWERS,  REFER TO NOTE 1, 2 & 3

AutoCAD SHX Text
2

AutoCAD SHX Text
-

AutoCAD SHX Text
APPROVED

AutoCAD SHX Text
 LETTER

AutoCAD SHX Text
DETAILS OF ISSUE / AMENDMENT

AutoCAD SHX Text
APP'D

AutoCAD SHX Text
DATE

AutoCAD SHX Text
STATE OF NEW SOUTH WALES THROUGH SYDNEY WATER CORPORATION. ALL RIGHTS RESERVED

AutoCAD SHX Text
COPYRIGHT

AutoCAD SHX Text
C

AutoCAD SHX Text
A1

AutoCAD SHX Text
THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS. FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  THE PURPOSE OF CREATING SYDNEY WATER ASSETS. THE PURPOSE OF CREATING SYDNEY WATER ASSETS.  PURPOSE OF CREATING SYDNEY WATER ASSETS. PURPOSE OF CREATING SYDNEY WATER ASSETS.  OF CREATING SYDNEY WATER ASSETS. OF CREATING SYDNEY WATER ASSETS.  CREATING SYDNEY WATER ASSETS. CREATING SYDNEY WATER ASSETS.  SYDNEY WATER ASSETS. SYDNEY WATER ASSETS.  WATER ASSETS. WATER ASSETS.  ASSETS. ASSETS. USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING. DEEMED TO COMPLY DRAWINGS ARE SUBJECT TO TERMS AND CONDITIONS OF USE AS PUBLISHED BY SYDNEY WATER.

AutoCAD SHX Text
ISSUE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
NORBERT SCHAEPER

AutoCAD SHX Text
ENGINEERING MODERNISATION MANAGER

AutoCAD SHX Text
NOTES: 1. MIN ANGLE BETWEEN CENTRE LINES OF INLET SEWERS IS 60 . MIN ANGLE BETWEEN CENTRE LINES OF INLET SEWERS IS 60°.2. INSTALLATION OF THE INLET AND OUTLET SEWERS AND BENCHING MAY BE COMPLETED INSTALLATION OF THE INLET AND OUTLET SEWERS AND BENCHING MAY BE COMPLETED IN THE FACTORY. UP TO 3   DN225 SEWER INLETS CAN BE INSTALLED. DN225 SEWER INLETS CAN BE INSTALLED. 3. FOR DN150 SEWER CORE  200 HOLES, FOR DN225 SEWERS CORE  300 HOLES. FOR DN150 SEWER CORE  200 HOLES, FOR DN225 SEWERS CORE  300 HOLES.4. DIMENSION TO BE CONFIRMED BY DESIGNER TO ACHIEVE MINIMUM INTERNAL FALL FOR DIMENSION TO BE CONFIRMED BY DESIGNER TO ACHIEVE MINIMUM INTERNAL FALL FOR PROJECT SPECIFIC CHANGE OF DIRECTION ANGLE. 5. INTERNAL CORROSION PROTECTION (IF REQUIRED) NOT SHOWN.INTERNAL CORROSION PROTECTION (IF REQUIRED) NOT SHOWN.

AutoCAD SHX Text
%%USR-1200-1B MH BASE SEWER ARRANGEMENT

AutoCAD SHX Text
SCALE 1: 10

AutoCAD SHX Text
A

AutoCAD SHX Text
ORIGINAL ISSUE

AutoCAD SHX Text
KW

AutoCAD SHX Text
22/06/15

AutoCAD SHX Text
B

AutoCAD SHX Text
GENERAL UPDATE

AutoCAD SHX Text
NS

AutoCAD SHX Text
31/07/24

AutoCAD SHX Text
REFERENCE DRAWINGS: DTC/2256 MAINTENANCE HOLES - PRECAST DN1200 SHAFT RING DETAILSMAINTENANCE HOLES - PRECAST DN1200 SHAFT RING DETAILS


	Sheets and Views
	DTC-2257-B


