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LETTER HEIGHT
REFER NOTE 3

RL 100.25m AHD
OVERFLOW WEIR CREST

o
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\— LETTERING TO BE ENGRAVED MINIMUM 1mm DEEP INTO
PLATE AND FILLED WITH BLACK EXTERIGR PAINT
(EXAMPLE LETTERING ONLY)

OVERFLOW PLATE PLAN

2 THICK GRADE 316—/
S.S PLATE FIXING
AS PER DETAIL-B
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LETTER HEIGHT
REFER NOTE 3

RL 100.25m AHD
WET WELL ROOF SLAB

o
~

\— LETTERING TC BE ENGRAVED MINIMUM 1mm DEEP INTO
S.S PLATE FIXING PLATE AND FILLED WITH BLACK EXTERIGR PAINT
AS PER DETAIL-B (EXAMPLE LETTERING ONLY)

TOP GF CONCRETE PLATE PLAN

2 THICK GRADE 316—/
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LETTER HEIGHT
REFER NOTE 3

RL 100.25m AHD
ATWL
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\— LETTERING TO BE ENGRAVED MINIMUM 1mm DEEP INTO
PLATE AND FILLED WITH BLACK EXTERIGR PAINT
(EXAMPLE LETTERING ONLY)

ATWL PLATE PLAN

2 THICK GRADE 316—/
S.S PLATE FIXING
AS PER DETAIL-B
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CRAOT
s FALL RESTRAINT POINT
PUMP 1THATCH

| | LETTER HEIGHT
" " REFER NOTE 3

\— LETTERING TO BE ENGRAVED MINIMUM 1mm DEEP INTO
S.S PLATE FIXING PLATE AND FILLED WITH BLACK EXTERIGR PAINT
AS PER DETAIL-B (EXAMPLE LETTERING ONLY)

FALL RESTRAINT POINT PLATE PLAN

2 THICK GRADE 316—/

150

RL 100.25m AHD
s SURVEY REFERENCE MARK
WET WELL

\— LETTERING TO BE ENGRAVED MINIMUM 1mm DEEP INTO
S.S PLATE FIXING PLATE AND FILLED WITH BLACK EXTERIGR PAINT
AS PER DETAIL-B (EXAMPLE LETTERING ONLY). REFER NOTE 1

SURVEY REFERENCE MARK PLATE PLAN
450

2 [STORMWATER
FIXING AS PER—/

DETAIL-B

2 THICK GRADE 316—/

LETTERING HEIGHT = 50

\— WRITING IS TO BE RED
WITH A WHITE BACKGROUND

STORMWATER LABEL PLATE PLAN

SURVEY, ATWL, FALL RESTRAINT POINT, STORMWATER
TOP OF CONCRETE & OVERFLOW LABEL PLATES

DETAIL

SCALE N.T.S. \6016><6018><6019 /

150
15 TYPICAL

LETTERING TO BE ENGRAVED MINIMUM
Imm DEEP INTO PLATE AND FILLED
WITH BLACK EXTERIOR PAINT

/ (EXAMPLE LETTERING ONLY)
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3 PMPT |
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2 THICK GRADE 316—/ \— PROVIDE ONE BOLT

S.S PLATE EACH CORNER (4 OFF)

HIGH
LETTERING

PUMP LABEL PLATE PLAN

EXISTING CONCRETE
SURFACE

" #6 GRADE 316 S.S. ROUND HEAD
BOLT FIXED 50 DEEP WITH HILTI
HIT-RE500 OR RAMSET CHEMSET REO
— 502 INJECTION GR APPROVED
EQUIVALENT

®8 HOLE x 90 DEEP

ELEVATION
TYPICAL LABEL FIXING DETAIL

DETAIL /B \
SCALEN.TS. \ 6018 /

600

HAZCHEM
GRADE 316 g.g_/ \— WRITING IS TO BE RED

WITH A WHITE BACKGROUND

HAZMAT SIGN (WHERE CDU INSTALLED)
DETAIL

SCALE N.T.S. \6004><6006><6008/

LETTERING HEIGHT = 100

120

Warning
keep out ~— STAINLESS STEEL SIGN
T0 BE SECURED TO
EVERY FOURTH FENCE
PANEL AROUND SITE

PERIMETER

450

If you are on the grounds without
authority you are trespassing

Trespassers may be prosecuted

In an emergency call 1800 010 085

SITE PERIMETER WARNING KEEP QUT SIGN

DETAIL
SCALEN.T.S, \6004 6006 6008/
225

STAINLESS STEEL
e SIGN

450

SYDNEY
WATER
VEHICLES
EXCPETED

L e ¢

N, /s

NO PARKING SWC EXCEPTED
DETAIL

SURVEY MARK
DETAIL

200

“DANGER™

m m\

|

120

\ / Y

WRITING IS TO BE BLACK
WITH A WHITE BACKGROUND

CONFINED SPACE SIGNAGE

DETAIL /B B\

SCALENTS. \ 6031 /\ 6037 /

210

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING
THE USE OF DTC BRAWINGS IS SUBJECT TO TERMS AND CONDITIONS AS PUBLISHED BY SYDNEY WATER.

SIGN TO AS 1319
DANGER SIGNS

3mm THICK ALUMINIUM ALLOY 5251
OR 5052 WELDED OR SECURED
WITH & x POP RIVETS TO COVER

CONFINED SPACEF—msHeiText
AUTHORISED ENTRY ONLY+——10 HigH TeXT

SYDNEY WATER CORPORATION
SP7?7?7?7?

114

EMERGENCY CONTACT
PHONE 13 20 90

\_ '
/ \—GRADE 316 $.5
WRITING IS TO BE WHITE SIGN DESIGNED TO AS 1319

WITH A GREEN BACKGROUND

EMERGENCY CONTACT SIGNAGE

DETAIL /B B B\

SCALENTS. \6004 6006 6008/

240

EMERGENCY INFORMATION SIGNS

“DANGER™

NO SAFETY GRILLE —

160

2.

3.

NOTES:
1.

INSTALL TOP OF CONCRETE RL (REDUCED LEVEL) LABEL PLATE WITHIN 100mm
OF SURVEY MARK ON TOP OF CONCRETE WET WELL ROOF STRUCTURE.

FOR FURTHER SITE SIGNAGE REQUIREMENTS REFER TO LATEST VERSION OF
SWCFACILITY SAFETY SIGNAGE SPECIFICATION SDIMS0026.

DRAWING TO BE READ IN CONJUNCTION WITH SWC SPECIFICATION:
COMMISSIONING - TRANSITIONING ASSETS INTO OPERATION
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Kurnell
o o Wastewater
wn un
~ m = ] [
Pumping Station
SP1176 4-M12 BOLTS
SECURED TO BACK
1____ olnan emergency call 1800 010 085 o) UNISTRUT CHANNEL
1 AND TO POSTS
_—$50 GALV. POST
g -_/\/_- -_/\/_-
——10 HIGH TEXT 2 A NEW MASS A
CONCRETE FOOTING POSTS EMBEDDED
——15 HIGH TEXT 1100x500x400 DEEP INTO CONCRETE
(MIN. 300)
——15 HIGH TEXT 2 . §
P . ' 4 ' N
4 Aq . .. < o 4q
——15 HIGH TEXT ) e w . 4

SITE FACILITY SIGN
DETAIL

SCALENTS. \6OOL><6006><6008/

SOCKETED STANCHION—————)

END CAP
. SMITH ST

COUNCIL STREET SIGN — |

WRITING IS TO BE WHITE
WITH A BLUE BACKGROUND

UNDER COVER

/NN

SCALENT.S. \6004><6006><6008/

SCALEN.TS. \ - /

DO RISK ASSESSMENT BEFORE-

OPENING COVER )
Z %

WRITING IS TO BE BLACKJ

WITH A WHITE BACKGROUND
NO SAFETY GRILLE WARNING SIGN

DETAIL /A \
SCALEN.T.S. '\ 6032 /

BRASS DOME INSTALLED &
REGISTERED BY SURVEYOR

LOCATION SIGN DESIGNED TO
——SIGN TO AS 1319 AS 1743 SIGN NUMBER G5-1
BANGER SIGNS
ATTACH LOCATION SIGN TO
POST IN ACCORBANCE WITH
15 HIGH TEXT S MANUFACTURER'S DETAILS
0 O AND LOCAL COUNCIL/RMS
3mm THICK ALUMINIUM ALLOY 5251 O REQUIREMENTS
OR 5052 WELDED OR SECURED
WITH 4 x POP RIVETS TG COVER DN50 GMS PIPE
10 HIGH TEXT (OR COUNCIL STREET
POLE WHERE AVAILABLE)
P.FS.L
4
S _ 4 |~ MASS CONCRETE
© - 10MPa
<
LA G'A
7 A
250

LOCATION SIGN POST

6006><6008 /

DETAIL
SCALE N.T.S. \6004
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