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REFER TO DTC/2221 FOR PIPE
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THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING.

GENERAL NOTES

ALL REINFORCEMENT N12-150 COGGED TYP. U.N.O.
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MAINTENANCE HOLE BASE SLAB - REINFORCEMENT

THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE FOLLOWING:

DTC/2000
DTC/2220
DTC/2221
DTC/2222
DTC/2223

MAINTENANCE HOLES CONSTRUCTION NOTES
MAINTENANCE HOLES DETAILS - SHEET 1
MAINTENANCE HOLES DETAILS - SHEET 2
MAINTENANCE HOLES DETAILS - SHEET 3
MAINTENANCE HOLES DETAILS - SHEET &

moe N

. NUMBER, SIZE, LOCATION AND LEVEL OF INLETS AND OUTLET ARE INDICATIVE ONLY.

FOR DN375 AND DN450 SEWERS, ALL INTERNAL SURFACES (EXCLUDING BENCHING)
OF MAINTENANCE HOLES SHALL BE PROVIDED WITH A PROTECTIVE COATING IN
ACCORDANCE WITH WSA 201 AND SYDNEY WATER SUPPLEMENT. COATING
SYSTEM SHALL BE CPL, EUH OR NOV.

FOR DN150 - DN300 SEWERS, ALL INTERNAL SURFACES (EXCLUDING BENCHING) OF
MAINTENANCE HOLES AT THE DISCHARGE OF PUMPED FLOWS AND THE NEXT TWO
MAINTENANCE HOLES DOWNSTREAM OF A PUMPED DISCHARGE SHALL BE
PROVIDED WITH A PROTECTIVE COATING / LINING IN ACCORDANCE WITH WSA 201

AND SYDNEY WATER SUPPLEMENT. COATING SYSTEM SHALL BE CPL, EUH OR NOV.

THIS DESIGN IS SUITABLE FOR RESIDENTIAL, COMMERCIAL & INDUSTRIAL AREAS
INCLUDING:

- PUBLIC & PRIVATE PROPERTIES

- PARKLAND & FOOTWAYS

- ROAD CARRIAGEWAYS & DRIVEWAYS

SCALE 1:20
MAINTENANCE HOLE - PLAN
SCALE 1:20
DN600 CLASS D BOLT DOWN METAL COVER AND FRAME TO
WSA 132, FIX METAL FRAME AND RING SPACER TO RODF 100 - 200 HIGH PRECAST RING SPACER REFER T0
SLAB USING 4-M10 SS 316 ANCHORS 250 LONG WITH REFER TO DETAIL "H" ON DETAIL “E” ON DTC/2220. MAKE JOINT BETWEEN
‘SIKADUR-31" OR APPROVED EQUIVALENT. DTC/2220 FOR FINISHED METAL FRAME AND RING SPACER AND JOINT
REFER T0 NOTE Gé LEVEL OF MH COVERS BETWEEN RING SPACER AND ROOF SLAB WITH 10
THICK EPOXY MORTAR ‘SIKADUR-31 OR APPROVED
EQUIVALENT.
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