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P — BOLT DOWN METAL COVER
AND FRAME TO WSA 132.

MAKE JOINT BETWEEN METAL
FRAME AND ROOF SLAB WITH
10 THICK EPOXY MORTAR
'SIKADUR-31' OR APPROVED
4 EQUIVALENT. SCABBLE AND
PRIME SURFACES WITH

\ REFER TO DETAIL ‘G’ OR ‘H’ “
FOR ROOF CONNECTION <
DETAIL

N 'SIKADUR-32' OR APPROVED
EQUIVALENT PRIOR TO
APPLICATION OF EPOXY
MORTAR.

DETAIL ‘A’

TYPICAL ROAD CARRIAGEWAYS & DRIVEWAYS

CLASS D COVER
SCALE 120

4 N16 HDG DOWELS BARS WITH
150 £OG TIED AND FIXED AT
EACH CORNER OF BACKING

BLOCK TO U-BARS AND INTO *——PV_‘
SHAFT WALL 80 DEEP WITH . =
HILTI 'HIT-RE 500'/RAMSET S B
CHEMSET "REO 502" INJECTION ["Re] R i>3>
OR APPROVED EQUIVALENT s e

INSERT HYDROTITE SEAL: 5
'0J0725-3K' OR APPROVED\
EQUIVALENT AROUND

BASE OF SOCKET

FORMED ANNULUS, DIAMETER \ ‘

TO BE OF A SIZE THAT
ENSURES A GAP OF BETWEEN
30 TD 50 mm OR AS
OTHERWISE APPROVED.

150 TYP

REFER TO NOTE &.

PREPARE EXISTING CONCRETE
FACE AS A CJ, REFER TO
NOTE 8, TYP

TREATMENT TO CONCRETE /

SURFACE REFER TO NOTE 2

INTERNAL LINING/

ROCKER PIPE
REFER TO
DTC/2221

REFER TO NOTE 3
L

FOR LENGTH

TREATMENT TO EXTERNAL
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DETAIL ‘BT - SOFT LANDSCAPE

2 N12-150 U-BAR
EF 75 CLEAR COVER

4 R8 TIES EACH SIDE —|

EVENLY SPACED
ALL ROUND

/
N12 DIAGONAL TRIMMER BARS —|

BETWEEN PIPE SOCKET AND
BLOCKOUT EACH SIDE,
BEND TO FIT

THIS DRAWING MAY ONLY BE USED IN THE COURSE OF AND FOR THE PURPOSE OF CREATING SYDNEY WATER ASSETS.
USE THIS DRAWING WITH CARE. THE USER IS RESPONSIBLE FOR THE CORRECT APPLICATION OF THIS DRAWING.
DEEMED TO COMPLY DRAWINGS ARE SUBJECT TO TERMS AND CONDITIONS OF USE AS PUBLISHED BY SYDNEY WATER.

NOTES:

[ SL81MESH (P (FOR FULL WIDTH OF
FSL

FSL

BETAIL ‘B2’ - HARD LANDSCAPE

TYPICAL PARKLANDS, FOOTPATHS, PUBLIC & PRIVATE PROPERTIES

COVER CLASS AS PER NOTE 9

SCALE 1:20

SECTION

SCALE 1:10

CAST DUCTILE IRON
FRAME INTO ROOF SLAB

FSL CONCRETE INFILLED UNITS TO

| BE FILLED WITH STRUCTURAL
GRADE CONCRETE TO AS3996

. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE FOLLOWING:

a.  DTC/2000 - MAINTENANCE HOLES CONSTRUCTION NOTES
b DTC/2401- EMERGENCY RELIEF STRUCTURE: INSTRUCTIONS,
GENERAL NOTES & DRAWING LIST

. SCRABBLE PENETRATION SURFACE TO EXPOSE COURSE AGGREGATE TO

3mm DEPTH AND WIRE BRUSH CLEAN. COAT SURFACE WITH SIKADUR-32
EPOXY OR APPROVED EQUIVALENT PRIOR TO POURING OF CONCRETE
WHILE EPOXY IS STILL TACKY.

. ALAYER OF SAND SHALL BE BONDED TO THE UPVC PIPE WITH SOLVENT

CEMENT OVER THE FULL LENGTH OF PENETRATION AFTER CLEANING WITH
PRIMING FLUID. SAND COATING SHALL NOT BE APPLIED AT LOCATION OF
HYDROPHILIC SEAL.

. FILL ANNULUS WITH SIKADUR-31EPOXY OR APPROVED EQUIVALENT

PRIOR TO POURING OF CONCRETE SURFACE AS PER PRODUCT SUPPLIER
REQUIREMENTS.

. SCRABBLE PENETRATION SURFACE TO EXPOSE COURSE AGGREGATE TO

3mm DEPTH AND WIRE BRUSH CLEAN. IMMEDIATELY PRIOR TO PLACEMENT
OF CONCRETE PLUG, THE SURFACE OF THE CONSTRUCTION JOINT MUST BE
WASHED CLEAN AND THE CONCRETE SURFACE MUST BE SATURATED WITH
WATER. ALL EXCESS WATER MUST BE REMOVED. REFER TO SECTION
(3.13.2 OF CPDMS0023 TECHNICAL SPECIFICATION - CIVIL.

. WHERE REQUIRED, CONCRETE RISER TO BE INSTALLED TO RAISE THE

ACCESS COVER FINISHED LEVEL. REFER TO DETAIL 'F'.

. DOWELS SHALL BE HOT-DIP GALVANIZED IN COMPLIANCE WITH

AS/NZS 4680.

. PREPARATION OF SURFACE AT CONSTRUCTION JOINTS TO COMPLY WITH

SECTION (3.13.2 OF TECHNICAL SPECIFICATION — CIVIL: DOCUMENT

REFER TO DETAIL ‘G’
OR ‘H' FOR ROOF
CONNECTION DETAIL

a* a
<

N

g 4
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DETAIL 'D’

TYPICAL REBATE DETAIL

SCALE 1:10

125
-

40N =

STANDARD

No. CPDMS0023. THE SURFACES OF PREVIOUSLY PLACED CONCRETE AT
CONSTRUCTION JOINTS MUST BE ROUGHENED BY REMOVING ALL LOOSE
AGGREGATE, LAITANCE AND SUFFICIENT MORTAR TO EXPOSE AGGREGATES

TO A DEPTH OF 3 mm.

9. THE FOLLOWING COVERS SHALL BE PROVIDED FOR THIS DESIGN:

CLASS B COVER

AREAS WITHIN PRIVATE PROPERTIES, AND PUBLIC SPACES, PEDESTRIAN
MALLS AND FOOTWAYS NOT SUBJECTED TO VEHICULAR LOADING OR

HAVE NO ACCESS FOR VEHICLES.

CLASS D COVER

FOOTWAYS AND DRIVEWAYS IN AREAS ZONED RESIDENTIAL NOT
RESTRICTED TO VEHICLES, AND PARKLAND WITH NO RESTRICTION TO

VEHICULAR ACCESS.

NOT SHOWN FOR CLARITY

INTERFACING REINFORCING BARS IN ROOF SLAB/FRAME \

DETAIL 'C' - TYP'EALscalLEEoPENETRAﬂON DETAIL A B 2 Ir:lz%ﬁchNxmAb#’?ARs\ — \
50 DIA HOLE FULL DEPTH OF ROOF SLAB. / 7 P e N12-200 U BARS IN N =
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OF ROOF SLAB vl 4 ] .
/ ! b} 0 =im
N 10 THICK EPOXY MORTAR "SIKADUR' - 31 | M o | |
B e, N ] st | | T mmosoo s CI |
EQUIVALENT \ 2o 200 CLEAR OPENING 2 OR APPROVED EQUIVALENT , DRILLED AND FIXED INTO ! ! UBAR IN TOP OF WALL
W ’ o|- TYP OF THE ACCESS COVER /\' CLOSED LOOP 100 | X;LA%DSP ;‘/AI/*E‘DSS;';?\;J;‘L-E ﬁ; | | NOT REQUIRED
/’ i ,k& N s 7 LOCATIONS TO SUIT ROOF .
INSTALL 540 CONCRETE — |~ 4 | .- CONSTRUCT IN A SINGLE 2o [ 7 1 ﬁ\ SLAB HOLES
PLUG . OPERATION SUCH THAT THE . I I,
- BACKFILL CONCRETE AND THE L L
/{, PLUG ARE CONSTRUCTED 250 . $ .
CONSTRUCTION JOINT SURFACE " “f <. \ INTEGRALLY DETAIL F*
TOBE PREPARED PRORTO | DECOMMISSIONED ERS CHAMBER DETAIL 7 DETAIL'G*
REFER TONOTES — BACKFILLED WITH HioH TYPICAL RISER DETAIL TYPICAL ROOF CONNECTION DETAIL DETAIL 'H’
- WORKABILITY CONCRETE SCALE +10 TYPICAL ROOF CONNECTION DETAIL
DETAIL'E FOR PRECAST ROOF SLAB FOR CAST IN-SITU ROOF SLAB
TYPICAL CONCRETE PLUG SCALE 1:10 SC;LE 110
FOR WALL PENETRATION DETAIL )
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